Microtech LT8 Plug In for FD RX7

Specifications:-

Kit Contents:

ECU

Wiring loom and adapter plug suit FD (S6) RXT
Vacuum hose

Technical manualbooklet

Microtech Decal

General:

Weight 560gm total with Adapter.
Extruded Aluminium Case

PCB Adapter from ECU to Short Loom
Max Readable RPM 15950mpm

Max Readable Boost 25P5S!

16 Bot 16Mhz Processor

Fuel Delivery:

256 Adjustable Main Load Sites in tofal
Coolant temp Correction

Air Temp Correction

Cranking enrichment Vs Coolant Temp.
Injector Phasing Adjustment

Throttle Pump Amount, Sensitivity, Duration x2
Cold start Throttle Pump Correction

After Start Enrichment

Aux input enrichment (Air cond)

Wide open Throttle Corrections every 500RPM
Cruise/Light throttle Corrections every 500RPM
Overall Mixture Trim +-99%

Staged or Multipoint operation both Sequential
4 Injector Drivers

Up to 4 Low Impedance Injectors per driver

Ignition Correction Maps:
Main Ignifion advance map Vs RPM 16sites
Ignition retard/advance Vs MAP 16 sifes

Ignition retard/advance Vs Coolant temp 16 sites
Ignition retard/advance Vs Air temp 16 sites
Ignition retard/advance on throttie pump x2

Max ign setfing

Aux input retard/advance

Ignition Trim +_45 DEG

Setup:

Unit Comes Configured for Standard FD RX7T ignition components.
Unit is designed for Single turbo application.

Unit will not run Standard Turbo's Sequentially.

LT8 version will not run Oil Metering pump, Pre-Mix required.
Base map installed for standard injector size and fuel pressure.

Diagnostics:

Red LED indicated Fault code Triggered

Data Page indicates where fault lies

Operational Errors. Max Duty, RPM Cuf, OverBoost efc

Amber LED indicated Ignition input

Green LED Power on

Selt Test Mode Cycles Aux Output and runs all Injectors and Ign' pulse

Programming/Tuning
Via Laptop unsing Laptop Adapter/COM Cable, PC Software, Win 95+
Via Hand controlier and COM Cable

Datalogging/Map Storage

On Board "ECU Log" Holds 5 mins of Data. User definable logging trigger

Data-Log fo Memory(Laptop) 100 samples per Second
Viewable Data Text displays average data readings 10 times P/Second
Playback datalog

Save and switch 4 maps via Laptop adapter or Hand Controller



